Pull Stop Box™

Available from

AlLynCar




Pull Stop Box

Valve Block

VISUALLY APPEALING

Clean unobtrusive look with no

INSTALLS QUICKLY

Rough in and trim out times

ugly stub outs or angle stops are 30 seconds to one
protruding from the wall minute each
SAVES MONEY EASY TO USE

One Pull Stop Box™
replaces a stub out,
mounting bracket, valve
and escutcheon

Patent Pending. | Soriiedto | () m
Description
Pull Stop Box, Rough - In Kit, 1/2” Copper
Pull Stop Box, Rough - In Kit, 1/2" PEX
Pull Stop Box, Rough - In Kit, 1/2"WIRSBO
Pull Stop Box Trim Kit, White - Paintable
Pull Stop Box Deep Trim Kit, White - Paintable

The simple, intuitive push/pull
action of the Pull Stop Box™
starts and stops the flow
of water easily

For Lead Free, add LL to the part number

Firestop Pull Stop Box ( listed for 1 hour
and 2 hour fire walls, red box ) add LLF to
the part number

Knob

Escutcheon

REDUCES LIABILITY

The valve is installed inside the wall
prior to the system test, eliminating
leaky compression valves

VERSATILE

The Pull Stop Box™ can be mounted
in any direction and even share
the same stud side-by-side
with another Pull Stop Box™
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